
 
 

RotoTank® Decant-A-Tank – 

Installation Instructions 

Patented Horizontal & Vertical Design – 100% Drain Tank & Pallet 

Overview: 

The Decant-A-Tank system is an innovative, patented design that ensures 100% 

drainage. It includes two components: 

1. The Tank (Horizontal or Vertical) 

2. The Pallet/Base Stand 

   Always purchase the matching base for Vertical Decant-A-Tank models for 

proper functionality and 

support. 

Key Features:  

• Complete Drainage: 

Tank features a 4° 

bottom slope with a 

sump at the lowest 

point for 100% liquid 

evacuation. 

• Durable Pallet 

System: 

o Acts as a protective layer between the tank and truck bed. 

o Prevents damage from impact and extends tank lifespan. 

o Made from material resistant to rust and acid erosion—unlike 

metal pallets. 

o Lightweight for ease of handling and transport. 

• Transport Versatility: 

o Use standard flatbed trucks—no need for specialised liquid 

transport vehicles. 



 
o Trucks can be switched between transporting liquids and solids in 

a matter of hours. 

o More product/material weight can be loaded, reducing reliance on 

heavy transport tanks. 

Available Sizes: 

• Horizontal Decant-A-Tank: 3000L, 6000L, 8000L. 

• Vertical Decant-A-Tank: 1000L, 6000L, 10500L, 17000L. 

Installation Guidelines: 

Pallet/Base Assembly 

• Pallet is supplied in one or two 

sections depending on tank size. 

• Always place on a level surface. 

• Vertical pallets must be filled in the 

centre — they cannot support the 

tank alone. 

• Position the sump accurately before filling the base. 

Filling the Pallet/Base 

• Fill material: Use a cement/river sand mix or fine crusher powder. 

o Do NOT use sand alone—it can erode and lead to collapse. 

o Ensure compact material that can withstand pressure. 

• Fill pallet to match the 4° slope of the tank—this allows the tank to settle 

correctly and maintain drainage functionality. 

Safety and Stability 

• Vertical pallets are designed with reverse "ears" to secure tie-downs and 

prevent the tank from being blown away by wind. 

• Internal anti-slide humps keep the tank seated on the pallet. 

• If using two half pallets, align them precisely and bolt together at the 

ends. 

 



 

Tank Connection 

Point:  

• Tank outlet is located at the 

lowest sump point. 

• An internal elbow fitting 

can be added for enhanced 

drainage efficiency if 

required. 

 

 

 

 

 

 

For Further information: Contact our Sales team or visit www.rototank.co.za 

Or watch our Videos:  

Vertical Decants - https://www.youtube.com/watch?v=o6tWE4b58pc 

Horizontal Decants - https://www.youtube.com/watch?v=xz9-XtAHpWM 

Decant Bins - https://www.youtube.com/watch?v=qeDRQqsQ4Yc 
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